


INTRODUCING 

THE RETROFIRE
Now there’s a quick and easy way to turn your 
existing fireplace into an energy efficient heat source. 

Engineered to keep heat inside your home (and not  
up the chimney), the Retrofire insert is designed for 
installation within existing wood burning fireplaces. 

Room sealed and vented outside, the direct vent 
Retrofire eliminates smoke, messy ashes and cold drafts. 

VALORSTAT PLUS REMOTE
STANDARD WITH PURCHASE

� e ValorStat Plus also has the ability to turn your 
pilot light ON and OFF from the programmable 
remote control. � e ValorStat Plus is available with 
direct vent Retrofire models only. 

� e ValorStat Plus Remote gives 
you the power to select, adjust and 
program the desired temperature 
that you want. 

Timer and thermostat mode help 
save energy and lower your home 
heating costs. 

USE RADIANT HEAT SAFELY

WHAT MAKES 
THE RETROFIRE 

SO UNIQUE?
� e Valor Retrofire is the most versatile, efficient gas 
fireplace upgrade for a variety of insert applications. 

Specifically designed to “retro-fit” in masonry and 
factory-built wood burning fireplaces, the Retrofire 
can even accommodate arched or uneven facings. 

Nestled within your existing fireplace opening, the 
Retrofire installs clean and does not require a front or 
trim for operation. Complete your fireplace with one 
of four optional frets (see spec page for fret images). 

� e Retrofire has been designed and tested to operate 
with existing fire screens (whether open or closed). 
Existing glass doors must be removed. 

RETROFIRE VS OPEN GAS LOGS
With an open gas log set the damper is always open, 
allowing heat loss up the chimney (consuming an 
average of three times as much gas). Constant demand 
for air inside the home results in unwanted cold 
drafts, making an open gas log set a highly inefficient, 
expensive “heat” source alternative. 

In comparison, the direct vent Retrofire effectively 
heats using a sealed firebox, designed to stop cold 
air drafts from entering the home. Advanced burner 
technology efficiently distributes radiant warmth. 
In addition, firebox heat exchangers naturally 
re-circulate warm air, eliminating the need for a fan.

Installation in existing masonry wood burning fireplace cavity 
(Retrofire RF24IDN/P shown with 1225VFB Ventana Fret) 

Fireplace surfaces, in particular the glass viewing window, 
are extremely hot during operation and will remain hot 
for a period of time after the � replace is turned o� . 

Contact with the hot glass can cause severe burns. 
Close adult supervision is required if there are young 
children, or at-risk individuals in the house. 

Included with your purchase, a Valor Barrier Screen is 
recommended at all times. Install an approved after-
market safety gate to keep toddlers, young children and 
at-risk individuals a safe distance from the � replace. For 
more information visit www.valor� replaces.com/safety.

FIREPLACE SAFETY
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